
 

June 1st, 2023 

 

 

Boyd County Fiscal Court is accepting bids on the following materials, supplies and 
services: 

 

Fuel, oil, antifreeze, culvert pipe, asphalt, striping, slag, limestone, drill testing, signs, janitorial 
supplies, guard rail, office supplies, and animal care needs. 

 

Bids must be received in the County Judge Executive’s office before 2:00pm on JUNE 21st, 
2023. Bids will be officially opened at this time. Bids will be awarded at the following Fiscal 
Court Meeting. 

 

Bids must be on the forms provided and only one bid per envelope and must be marked “sealed 
bid for item you are bidding.” Bid specs and forms can be picked up at the County Judges office, 
Boyd County Courthouse, 2800 Louisa Street, Room 102, Catlettsburg, KY 41129 or by calling 
the office at (606) 739-4134. Bid Packets will also be available at www.boydcountyky.gov. 

 

Boyd County reserves the right to reject any/or all bids and to determine which bids are ion 
substantial compliance. Boyd County is an equal opportunity employer. 

 

 

Eric Chaney 

 

Boyd County Judge Executive 

Publish June 1st, 2023 

http://www.boydcountyky.gov/


 

BOYD COUNTY ROAD DEPARTMENT BID WORK SHEET 

2023-2024 FISCAL YEAR 

 

 

Company Name:  ______________________________________________________________________ 

Address:_____________________________________________________________________________
____________________________________________________________________________________ 

Phone Number:  _______________________________________________________________________ 

Fax Number: _________________________________________________________________________ 

Email Address: ________________________________________________________________________ 

 

Please fill in areas in which you plan to place bids and return this worksheet to the Judge Executive’s 
office. 

Bids will be Publicly Opened on JUNE 21st, 2023, at 2:00pm at the Boyd County Courthouse. 

 

Bids will be awarded at the following court meeting. 

 

The Court reserves the right to reject any or all bids and waive informalities and make awards in a manner 
deemed to be in the best interest of Boyd County. Bids will be received and accepted based on the 
Following Specifications.  

 

BIDS MUST BE ON THE FORMS PROVIDED BY THE COUNTY AND MARKED “SEALED BID”/ 
ALOS LIST ITEMS THAT BID PERTAINS TO ON THE OUTSIDE OF THE ENVELOPE. 

ONLY ONE BID PER SEALED BID ENVELOPE WILL BE ACCEPTED. 

BIDS NOT ON THIS FORM WILL NOT BE ACCEPTED.  

 



    

Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 

Stone 2023-24 
  ITEM DESCRIPTION   BIDS 
Pickup       
Limestone #2     
  #4     
  #8     
  #57     
  Crusher Run     
  DGA     
  Rip Rap (Class I)     
  Rip Rap (Class II)     
  Rip Rap (Class III)     
  Shot Rock     
        
  For Limestone to County Shop     
Haul Rate  
(Price Per Ton) #2 per ton 

  
  #4 per ton   
  #8 per ton   
  #57 per ton   
  Crusher Run per ton   
  DGA per ton   
  Rip Rap (Class I) per ton   
  Rip Rap (Class II) per ton   
  Rip Rap (Class III) per ton   
  Shot Rock per ton   

 

 

 

 

 

 

 

 

 



 

Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 
 Fuel & Oil 2023-24 

Fuel & Oil *Gas     
Anti-Freeze *Diesel     
  5W30 Synthetic per drum   
  5W30 Bulk     
  5W20 Bulk     
  30 Se 55-Gal Drum per drum   
  10 Hyd. Bulk     
  15-40 Bulk     
  SAE 75-90 @ 120 lbs.     
  Antifreeze per drum   
  HD Red Antifreeze per drum   
  Multi-Purpose Grease @ 120 lbs.     

  High Temp. Water Resistant  
Grease/Tubes   

  
        
  Fuel Surcharge see attached sheet.     
  *Rate and Calculation Sheet must be      
  Attached to Bid     

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 

 Asphalt 2023-24 
Asphalt Plant Surface     
See spec.  
for Asphalt  
Bidders 

Laid Surface   
  

Attached Plant Base     
  Laid Base     
        
Striping Per Linear foot single white line     
County Roads Reflective beads     
  Thermal plastic turn arrow (installed)     
  Per Linear foot double yellow line     

  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 

2023-24 Sign 
Signs       
  9x24 White HIP Blanks Double Sided     
  8’ x 2” Square Post, Pre-Punched     
  10’ x 2” Square Post, Pre-Punched     
  3’ x 2¼” / Square Post Anchor     
  36x36 HIP No Shoulder     
  36x36 HIP Stop Sign     
  36x36 HIP Slow Sign     
  36x36 HIP Congested Area      
  36x36 HIP Dead End     
  36x36 Break in Pavement     

  12x36 Object Markers Right  
of Left, Black on Yellow   

  
  Bridge Marker HIP R&L Delineation     
  3/8” Rivets / 100 pcs. Aluminum      
  12x100 masking     
  24x50 Green Electrocut Film     
  24x50 Red Electrocut Film     
  24x50 Brown Electrocut Film     
  24x50 Blue Electrocut Film      
  24x50 Black Vinyl     
  24x50 Colored Vinyl      
  24x50 White Reflective Backing HIP     

  Orange Traffic Cones 28”  
double white stripe   

  
  30x24 Road Closed     
  48x30 Road Closed     
  24x18 Road Closed Ahead     
  30x30 Road Construction Ahead     
  36x36 Mesh Signs (Roll Up)     
  Tri-pod Stand     
        
  Disclose Any Freight Charges     
        
   

 

Will call for prices on other items as needed 
 



Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 

Pipe 

Pipe 12” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  15” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  18” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  24” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  30” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  36” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  48” ADS N-12 Pipe 20’ Length. Be 20' 
length   

  60” ADS N-12 Pipe 20’ Length. Be 20' 
length   

        
  12” Aluminized (16 gauge) per foot   
  15” Aluminized (16 gauge) per foot   
  18” Aluminized (16 gauge) per foot   
  21” Aluminized (16 gauge) per foot   
  24” Aluminized (16 gauge) per foot   
  30” Aluminized (16 gauge) per foot   
  36” Aluminized (16 gauge) per foot   
  42” Aluminized (16 gauge) per foot   
  48” Aluminized (16 gauge) per foot   
  54” Aluminized (16 gauge) per foot   
  60” Aluminized (16 gauge) per foot   
        
  12” Galvanize (16 gauge) per foot   
  15” Galvanize (16 gauge) per foot   
  18” Galvanize (16 gauge) per foot   
  21” Galvanize (16 gauge) per foot   
  24” Galvanize (16 gauge) per foot   
  30” Galvanize (16 gauge) per foot   
  36” Galvanize (16 gauge) per foot   
  42” Galvanize (16 gauge) per foot   
  48” Galvanize (16 gauge) per foot   
  54” Galvanize (16 gauge) per foot   
  60” Galvanize (16 gauge) per foot   

 



Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 

TOTALS       
Guard Rail Bid Sheet     
Price Per Foot Installed with terminal ends per state 
specs     
 Total All Parts and Labor     
    
    
Guard Rail per individual parts     
  Item Description   Individual Price 
  W Rails per foot   
  H Post per post   
  Terminal Ends per end   
  Spacer Blocks per block   
  Hardwear .ie nuts and bolts     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Boyd County Road Department Bid Worksheet 
2023-24 Fiscal Year 

Drill Testing-Core Drilling 
  Drill Rig Test Depth Limit     
  Drill Testing Each Unit   
        
        

Drill Testing includes all costs regardless of depth. (If exact depth is not able to be reached, the 
max depth reached by right should be listed with note that bedrock was not reached)  

Prices should include mobilization, demobilization, and traffic control  

         

References  

Drill Testing Project Reference Agency Contact Phone/email  

Name/Year/Location Name/City/Agency Name    

  
  

  
   

     

  
  

  
   

     

  
  

  
   

     

  
  

  
   

     

Drill Testing-Boyd County must repair several roadway shoulders using the Rail & Cribbing (aka Rail/crib or R/C) 
method of repair. Rail/crib is a standard method of repair in Kentucky for failed roadways and embankments. Often 
a depth to Rock (aka “bore test” aka “depth of bedrock test”) must be preformed prior to road repairs in order to 
develop a proper scope of work and cost estimate. 

This work is for drill testing only-rail and crib repair work is not part of this bid. 

The work as part of this bid will be separated from, often weeks or months ahead of any actual follow-up rail and 
crib repair work. 

Drill test should be done as close to the failure as possible. Said another way-if the failure is at the shoulder, a drill 
test in the roadway centerline may not be accurately test the depth of the bedrock at the location: therefore, the drill 
location should be at the shoulder not at the centerline. 

No specific format for the test report is needed, however the report should be included. 

-Letterhead 

 -depth to bedrock 

 -signed  

-at least 2 pictures of the site using a photo app that captures date and GPS location (such as solocator or GPS 
camera) 

 – One photo should be at the test location so that the lat/long of the drill location can be accurately 
documented/verified 


